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Model PG-8
Differential Pressure Meters
Model PG-8 Differential Pressure Meter is a compact differential
pressure flow test kit with a self purging feature mounted in a
rugged carrying case.

Features

• Portable

• For use with Watts flow measurement valves & orifices

• Equipped with hoses, carrying case and instructions

Pressure - Temperature
Maximum Pressure: 500psi (34.5 bars)
Maximum Temp.: 235°F (113°C)
Accuracy: ± 5% ascending
Carrying Case: Yes
Shutoff Valves: No
Range: PG-8 0-135 in. (0-3429 kg/m2) of water

Watts product specifications in U.S. customary units and metric are approximate and are provided for reference only.  For precise measurements,
please contact Watts Technical Service.  Watts reserves the right to change or modify product design, construction, specifications, or materials with-
out prior notice and without incurring any obligation to make such changes and modifications on Watts products previously or subsequently sold.
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PG-8

Complete kit consists of:

1. 21/2" dial gauge with free floating piston and small 
continuous purge flow to eliminate bleed/drain valves

2. 2 – 5 foot color coded hoses with brass coupler

3. 90 micron brass filter with plastic housing (filter element
can be cleaned or replaced)

4 Carrying case with gauge mounted. Made of tough plastic
material with handle, hinged cover, and latch 
(6"H x 121/4"W x 7"D) (8 lbs.)

5. Instructions
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